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TITAN UNIVERSAL HD 
High Performance Motor Oil for Trucks, Heavy Duty Construction Equipment and 
Passenger Cars 

DESCRIPTION: 
 
 Universal SAE 10W-40, 15W-40 and 20W-50 high 

performance motor oil. It is recommended for use in 
over-the-road and off-road diesel trucks, heavy duty 
construction equipment, mining equipment oil field 
engines, farm vehicles and passenger cars. 

 For all diesel and gasoline engines, normally 
aspirated and turbocharged. 

 Provides mixed-fleet operators the convenience of a 
single line of motor oils for all vehicles. 

 Can be used with complete confidence for extended 
oil drain intervals when combined with used oil 
monitoring maintenance practices (CENT Analysis). 

 Fulfils all demands of today�s high performance 
engines that operate under severe conditions such 
as off-road, urban stop-and-go as well as motorway 
driving. 

 
 
SPECIFICATIONS: 
 
 AP CG-4/SJ 
 ACE A02-E2/A2/B3 
 
 
APPROVAL & PERFORMANCE: 
 
 MB 228.1/MB 229.1 
 MAN 271 
 VOLVO VDS 
 MTU/DDC Type 1 
 
 
 
 
 
 

  ALLISON C-4 
 Mack EO-L Plus 
 CAT TO-2 
 MIL-L-2104 E 
 VW 501 01/505 00 
 
 
ADVANTAGES/BENEFITS: 
 
 Rationalization of grades and containers for reduced 

stock inventory. Titan Universal HD can also be 
used if the following SAE grades are specified: SAE 
15W/30/40 and SAE 15/20W-20/30/40. 

 Good viscosity-temperature behavior due to stay in 
grade characteristics even under severe conditions. 

 No loss of performance. Reliable protection against 
deposits in cylinders, on pistons, valves and in 
turbochargers. 

 Very good protection against wear. 
 Protection against bore polishing and sludging. 
 Short oiling time after cold start for reliable 

lubrication. 
 Can be used in gasoline engines where API SJ oils 

are specified. 
 Catalytic converter compatible. 
 Compatible with all gaskets and seals. 
 
 
APPLICATION 
 
Miscible with all mineral oil-and synthetic-based 
engine oils. No flushing is therefore necessary. 
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CHARACTERISTICS 

PROPERTIES METHOD Value Test Method 

SAE Grade 10W-40 15W-40 20W-50 DIN 51 511 
Density g/ml 0.874 0.882 0.893 ASTM D 1298 
Flash Point 0C 220 230 230 ASTM D 92 
Pour Point 0C -30 -30 -30 ASTM D 97 
Viscosity at 400C 

 at 1000C 
Mm2/s 
mm2/s 

121.3 
15.07 

100.9 
14.0 

159 
18.5 

ASTM D 5293 
ASTM D 445 

Viscosity Index 128 135 132 ASTM D 2270 
TBN mg/KOH 9.00 9.00 9.00 ASTM D 2896 
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