PRODUCT INFORMATION

RENOCLEAN D.K.P

DESCRIPTION:

Cleaning and degreasing oil for metal parts with high
solvent power. Degreasing of small parts, by dipping
for 15 minutes. Allow to drain and clean with water.
RENOCLEAN D.K.P emulsifies and takes away all
greases fats and other dirt. If necessary dry with
compressed air. For large parts, spray with an air
pistol. Allow to work for 15 minutes and rinse with
water jet.

Floor : Spread lightly on the floor to be treated. Wait
for 15 minutes. Rinse abundantly with water. For
particularly dirty floors repeat the operation a few days
later.

Renoclean DKP can be used for all ferrous and non
ferrous metal.

RECOMMENDED USES :

Degreasing before electrolytic treatment.
Degreasing before painting, cleaning of brushes.
Cleaning of parts protected by wax.

Cleaning of tar on bodywork.

Cleaning of floor.

ADVANTAGES/BENEFIT :

¢ Biodegradable

o Antiseptic, super DKP disinfects and cleans

¢ Non toxic-no toxic vapors

o Emulsifies in water & eliminates grease and fats
o Anti corrosion

CHARACTERISTICS :

Density @ 15°C 0.8049
Colour L0.5

Flash Point (COC), °C 74

pH 8.20

Chip Corrosion Tess No Corrosion
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While the information and figures given here are typical of cument production and
confirm to specification, minor variations may occur. No warranty expressed or implied is
given conceming the accuracy of the information or the suitability of the products.
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