PRODUCT INFORMATION

RENOLIT MO2 HDX

High Temperature Industrial Grease

Description

Renolit MO2 HDX is a grease specified for
industrial and mining applications. It provides
tough lubricating film which minimises metal-to-
metal contact and protects against component
failure

Formulated from high quality mineral oils and
lithium complex soap thickener to give maximum
protection from component damages. Also
fortified with molybdenum dissulfide and graphite
which improve the performances on high
temperature operating conditions.

Benefits

e Good wear protection

e Contains superfine molybdenum dissulfide
¢ High load-carrying properties

e Good adhesion on metals

Characteristics

Application

e Particularly used for lubrication of heavy-duty
bearings and non bearings applications
subjected to high temperature.
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Properties Unit Value Test Method
Apparence Gray/Black Visual
Thickening Agent Lithium complex

NLGI Grade - 2

Dropping Point °C 265 ASTM D2265
Kinematic Viscosity at 40°C cSt 460 (base oil) ASTM D445
Worked Penetration x60 at 25°C mm™ 279 ASTM D217
Extreme Pressure, Shell Style kg 400 ASTM D2596
MoS:; content %Wt 2

Graphite content %Wt 1

Operating temperature °C -20 up to +120

Whilst the information and figures given here are typical of current production and conform to
specification, minor variations may occur. No warranty expressed or implied is given
concerning the accuracy of the information or the suitability of the products. Subject to
amendments.
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