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RENOLIN UNISYN OL 
Fully Synthetic EP Compressor Oil For Srew, Vane and Piston Compressor 

Description 

The Renolin Unisyn OL series was developed to meet 
the increased requirements of compressor 
manufacturers on the service life of compressor, 
intensive swirling of the cooling oil and air occurs. At 
final compression temperature of up to 110 0C , the oil 
are subjected to a strong oxidative attack that 
accelerates ageing. The selection of special synthetic 
base oil and additive system makes long, interruption-
free operation possible. To ensure optimum 
performance of the oil separator, the air release 
properties and low foaming are characteristic for 
screw compressor oil. 

Application 

Air compressor lubricant for all-injected screw 
compressor with a final compression temperature of 
up to 100 0C, especially ISO VG 32, 46, 68. 

Service intervals can be extended when Renolin 
Unisyn OL oils are used. For advice regarding the 
compression of other media, please contact our 
Applications Technology Department. Please comply 
with manufacturers specifications.  

Advantages/Benefits 

 Excellent oxidative and thermal stability
 Good demulfication behaviour
 Low evaporation losses
 Minimal cooking
 Low foaming tendency
 Good air release properties
 High corrosion protection
 Excellent EP wear protection
 Excellent ageing resistance
 Very good viscosity-temperature behaviour.
 Good low-temperature behaviour.

CHARACTERISTICS 

 RENOLIN  SC MC SERIES METHOD UNIT 32 46 68 

Kinematic Viscosity @ 40oC ASTM D 445 cSt 32.93 45.01 68.18 

Kinematic Viscosity @ 100oC ASTM D 445 cSt 5.75 7.45 9.73 

Viscosity Index (VI) ASTM D 2270 - 115 130 123 

Color ASTM D 1500 - L 0.5 L 0.5 L 0.5 

Density @ 15OC ASTM D 1250 Kg/L 0.8379 0.8359 0.8408 

Flash Point (COC) ASTM D 92 oC 290 290 290 

Appearance VISUAL - Clear Clear Clear 
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